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M-7-235B  

M-7-260  



Since 1962, legendary STOL MAULE aircraft have been operating on every major 
ŎƻƴǘƛƴŜƴǘ ŜȄŎŜǇǘ !ƴǘŀǊŎǘƛŎŀΧŀǘ ƭŜŀǎǘ ƴƻǘ ȅŜǘΧ   
From Cape Town, South Africa to Barrow, AK and Spruce Creek, FL to Beijing, China,   
the MAULE is recognized around the globe for its ability to take off and land where 
ƻǘƘŜǊǎ ŎŀƴƴƻǘΦ  LǘΩǎ ǎƘƻǊǘ ŦƛŜƭŘ ǇŜǊŦƻǊƳŀƴŎŜΣ ƭƻƴƎ ǊŀƴƎŜΣ ŘƻŎƛƭŜ ŦƭƛƎƘǘ ŎƘŀǊŀŎǘŜǊƛǎǘƛŎǎΣ 
coupled with a modular cabin allowing for a variety of seating and cargo configurations, 
make the MAULE the best choice for almost every conceivable flight in a light aircraft. 

 
 
 
 
 

Photos courtesy of R. McCrea, Charlie Zinsmeyer, and Russell Armstrong 



STRENGTH, RUGGEDNESS, and RELIABILITY  
are hallmarks of the MAULE design.   
The MAULE fuselage is constructed of 4130 chromoly 
steel in a truss type framework, creating a strong roll 
cage around the cabin occupants.  It is powder coated 
to provide excellent corrosion resistance, and is 
covered with Ceconite, a synthetic material that is 
extremely durable and easily reparable in the field.  
The wings, flaps and ailerons are all metal 
construction for long life and serviceability.   The 
engine cowling is a strong and lightweight carbon 
fiber and Fiberglas composite. 

M-7-235A with 0-540-B4B5 in Alaska 
Photo courtesy of Backcountry Aviation 



 

AGILE, VERSATILE, FUN 
MAULE aircraft are fun, easy to fly, 4 or 5 Seat 
Taildragger or Nosewheel STOL airplanes.  Most models 
can be outfitted with floats, skis, or bush tires.   
Very agile and versatile with a large, easy to access 
cargo area and clam shell cargo entry doors, the MAULE 
is a favorite among bush pilots, commercial operators 
and private pilots. 

M-7-260 with I0-540-V4A5 
Photo courtesy of Paul Harding / Safari Seaplanes 



THE RIGHT PLANE FOR THE MISSION 
Military, Law Enforcement, and Fish and Wildlife Agencies, 
Forestry Commissions, The Civil Air Patrol and other 
Government Organizations around the World  trust the 
MAULE to successfully complete their missions.  
A perfect blend of performance and fuel efficiency allow 
MAULE operators to carry out their missions effectively 
while staying well within their budget. 
The MAULE modular platform can be equipped for specific 
mission requirements including an EO/IR camera and 
various observation packages for ISR missions.  Coupled 
with its ability to fly safely at very slow speeds, make it a 
perfect light observation aircraft. 

One of Three MAULE MT-7-235 with I0-540-W1A5  
Primary Trainer Aircraft for the  Ecuadorian Army 
Photo by Brent Maule 



     

 M-7-235B and M-7-260 Taildraggers have an Oleo Strut,  
Oil and Spring Suspension Main Landing Gear for superior shock absorption 
And the ability to utilizes several variety of gear legs. 
 

Photo courtesy of Backcountry Aviation and Brent Maule 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

CƭȅƛƴƎ {ƻƭƻ Lǎ ²Ƙŀǘ ¸ƻǳ 5ƛŘ .ŜŦƻǊŜ ¸ƻǳ Dƻǘ ¸ƻǳǊ [ƛŎŜƴǎŜΧ 
M-7 models are available with 4 Seats, Two Row, Side-by-Side, plus an optional Third Row 5th Seat.  

M-7 models utilize our largest fuselage with 4+1 seating configuration with the optional 5th seat in the rearmost cabin area. 
M-7 models have two powerful 540 cubic inch Lycoming engine choices including a Carbureted (taildragger model only) 
and a Fuel-Injected 260 hp engine. The Lycoming 0-540-B4B5 carbureted engine can be equipped with an Auto-Fuel STC to 
burn Unleaded Mogas, and is available on the taildragger models only. 

M-7-260 owned by Safari Seaplanes during an advertising photo shoot 
Photo courtesy of Paul Harding / Safari Seaplanes 



MAULE Aircraft Come Standard with Dual 
Clamshell Cargo Doors, Quick Disconnect Rear 
Seat, and a Generous Cargo Area 

(~42 Cubic Feet in M-7/M-9 Models) 

    MAULE Cargo Area 



    MAULE M-7 Series Cargo Area 



Gas Piston Swing-Out Window 
for One-Handed Operation 
 

 

 
 

Simple To Operate Door Locking  System 

New MAULE Unique Standard Features 

Two Position Rear Seat ŦƻǊ ŀƴ ŀŘŘƛǘƛƻƴŀƭ оέ ƭŜƎǊƻƻƳ ƛƴ a-7/M-9 Models 

 Stainless Steel Door Sills for enhanced durability 

Flap -7 Degree Setting for Increased Cruise Speed 



M-7 Series Specifications and  
Standard Equipment 

M-7-235B with OBSURV 4 Package 
Photo by Brent Maule 



¶ Four or Five Seat Taildragger with an Oleo Strut Suspension Main Landing Gear 

¶ Four Cabin and Cargo Doors for Easy Cabin Entry/Exit and Access to its Cavernous 42 Cu. Ft. Cargo Area 

¶ These Legendary Bush Models can be Outfitted with Alaskan Bushwheel Tires and Extended Heavy Duty 
Landing Gear for Backcountry Flying Adventures 

M-7-235B with 0-540-B4B5 in Alaska 
Photo courtesy of Adam White 



MAULE M-7 Series Aircraft Performance 

M7 O.S.T. Models       M-7-235B M-7-260 

Engine (Lycoming) (2000 hr. TBO): 0-540-B4B5,   235 HP Carbureted I0-540-V4A5,   260 HP Fuel Injected 

Gross Weight 2500 lbs.  (1136 kg) 2500 lbs.  (1136 kg) 

Empty Weight (avg.): 1605 lbs.  (730 kg) 1610 lbs.  (732 kg) 

Useful Load (avg.): 895 lbs.  (407 kg) 890 lbs.  (405 kg) 

Stall Speed (full flaps / power off / light weight) (IAS) 40 mph  (35 kts)  40 mph  (35 kts) 

Take Off, Ground Roll (light weight): 250 ft.  (76 m) 250 ft.  (76 m) 

¢ŀƪŜ hŦŦ όƭƛƎƘǘ ǿŜƛƎƘǘύ ƻǾŜǊ рлΩ hōǎǘŀŎƭŜΥ 600 ft.  (183 m) 600 ft.  (183 m) 

Rate of Climb, Initial (light weight): 1500 fpm  (7.6 m/s) 1650 fpm  (8.4 m/s) 

Landing (light weight) over Obstacle: 900 ft.  (274 m) 900 ft.  (274 m) 

Service Ceiling: 20,000 ft.  (6096 m) 20,000 ft.  (6096 m) 

Fuel Consumption US Gals. @ 65% Power (avg.): 12 gph  (45 lph) 14 gph  (53 lph) 

Cruise (75% power / Opt. Alt.) (TAS): 158 mph  (137 kts)   162 mph (141 kts) 

Avg. Range with 30 Minute Reserve  
(65% Power with Standard 85 Gals. Fuel) 

920 Miles (800 NM) 800 Miles (695 NM) 

Performance Observations are for One Person, 22 Gal. of Fuel, Sea Level, Standard Day Conditions  (Do Not Use For Flight Planning) 




