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MAULE AEROSPACE TECHNOLOGY, INC.
AIRPLANE FLIGHT MANUAL
MAULE M-6 SERIES

STRUCTURAL CAPACITY CHART

BAGGAGE AREA "A"
(REF. STA. 20)

PILOT'S SEAT
MAX. LOAD 100 LBS.

BAGGAGE AREA “B"
(REF. STA. 42)

MAXIMUM LOAD 175 LBS.

BAGGAGE AREA "C"
(REF. STA. 70)

MAXIMUM L.OAD 125 LBS.

WEIGHT AND
BALANCE

DATUN - WING LEADING EDGE

FRONT SEAT BELT
AND BAGGAGE STRAP
ATTACHMENT,
STATION 29 3/4

REAR SEAT BELT

AND BAGGAGE STRAP
ATTACHMENT,
STATION 55

REAR SEAT BELT,

IF INSTALLED,

AND BAGGAGE STRAP
ATTACHMENT, STA. 78

REAR OF CABIN,

Page 24

STATION 82 1/2



MAULE AEROSPACE TECHNOLOGY, INC. SECTION V
ATRPLANE FLIGHT MANUAL WEIGHT AND BALANCE
MAULE M-6-235

(s/n 7466C,7468C-7473C)

SERIAL NO. REG. NO. MODEL

EQUIPMENT CHANGE - WEIGHT AND BALANCE
ITEM'S (MAKE & MODEL) WEIGHT ARM MOMENT'S

Previous
Aircraft Empty

A. New Empty Weight 1bs.
B. New Empty Center of Gravity in. 1Tbs.
C. New Empty Weight C.G. Moment in, 1bs.
D. New Useful Load 1bs.

Supersedes all previous weight and balance data. For aircraft loading see
instructions in original weight and balance forms.

BY DATE
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MAULE AEROSPACE TECHNOLOGY, INC. SECTION VI
AIRPLANE FLIGHT MANUAL AIRPLANE SERVICING,
MAULE M-6-235 HANDLING & MAINTENANCE
(s/n 7466C, 7468C-7473C)
SECTION VI

AIRCRAFT SERVICING, HANDLING AND MAINTENANCE

INTRODUCTION:

Our dealers and distributors are anxious to serve you and will gladly furn-
ish advice as to proper servicing methods. You may also address request
for information on any items not covered in the manual to the Service Dept.
of Maule Air, Inc. In correspondence, please be certain to give complete
information on serial number, engine make and model, etc.

The aircraft Type Data Plate can be found on the door post on the pilot's
side toward the bottom or on the left side of the vertical fin just above
the horizontal stabilizer. Also, pertinent engine and propeller data is
in the aircraft Log Book.

A Service Manual is furnished with each aircraft. Extra copies and a Parts
Manual can be obtained by contacting the Service Dept. of Maule Air, Inc.

ATRPLANE INSPECTION PERIOD:

The airplane must be maintained as outlined in FAR 43. Recommended inspec-
tions are outlined in the airplane Maintenance Manual. The owner/operator
is responsible for Airworthiness Directives (AD's) that may be issued from
time to time. Reference should be made to FAR 91 and FAR 43 requirements
for properly certified agency or personnel to accomplish the required FAA
inspection and most of the manufacturer's recommended inspections. It is
recommended that owner's name and address along with aircraft serial number
be registered with Maule Air for any Maule Service Letters or Bulletins
released affecting their aircraft.

PREVENTIVE MAINTENANCE THAT MAY BE ACCOMPLISHED BY A CERTIFIED PILOT:

A. A certified pilot who owns or operates an airplane not used as an air
carrier is authorized by FAR Part 43 to perform limited preventive main-
tenance on his airplane. Refer to FAR Part 43 for 1ist of things the
pilot may do. Pilots operating aircraft of other than U.S. registry
should refer to the regulations of the country of certification for
information on preventive maintenance that may be performed by pilots.
A1l other maintenance required on airplane is to be accomplished by
appropriately licensed personnel and that airplane dealer or service
station should be contacted for further information.

B. Preventive maintenance should be accomplished in accordance with the
appropriate airplane Maintenance Manual. Manual should be obtained
prior to performing preventive maintenance to be sure that proper
procedures are followed.

ALTERATIONS OR REPAIRS TO AIRPLANE:

Alterations or repairs to airplane must be accomplished by licensed
personnel. The FAA should be contacted prior to any alterations on
airplane to insure that airworthiness of the airplane is not violated.
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